





Lean-to or big-box extravaganza—Ludy has the experience and expertise
to design and construct the garden center you need.
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Ludy greenhouses feature comprehensive
) ® design: integrated heat and ventilation, our

own aviation-style doors and engineer-
approved blueprints. Factory-assembled
trusses and pre-welded, pre-drilled compo-
nents hold down construction costs.
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Ludy Greenhouse Manufacturing Corporation
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Structur al hl hll htS Bor 141 o NewMadison, Ohio 42546
Phone: 800 255 5839 = Fax: 937 996 8031

www.ludy.com

For complete information, ask your Ludy representative for
relevant product literature.

SL

An unprecedented variety of options allow you to virtually
design your own house.

B All structural components are top—qualtiy aluminum.

B Widths: 18, 25, 32, 42 and 50 ft
(5.49, 7.62,9.75, 12.8 and 15.24 m)

B Glazing: glass, polycarbonate or acrylic structured
sheet

Patriot Il

Ideal for retailers and institutions—ahigh-quality structure
at an affordable price

B All structural components are pre—galvanized,
rust-resistant steel. Hot—dipped galvanizing after fab-
rication is optional.

B Widths: 20.5, 22, 30 and 36 ft
(6.25, 6.7, 9.14 and 10.97 m)

B Glazing: single— or double-layer polyethylene,
polycarbonate or acrylic structured sheet, cor-
rugated polycarbonate or metal, shade cloth
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Build to meet your requirements, but you don’t pay for more
house than you need

B All structural components are pre-galvanized,
rust-resistant steel. Hot—dipped galvanizing after fab-
rication is optional.

B Widths: 20.5, 25, 30, 35.5 and 41.5 ft
(6.25, 7.62, 9.14, 10.82 and 12.65 m)

B Glazing: glass, polycarbonate or acrylic structured
sheet, corrugated polycarbonate or metal, shade
cloth
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® Gatorshield is a registered trademark of Allied Tube & Conduit, Harvey IL
This material is not intended to form the basis of a contract.

All specifications subject to change without notice.
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